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Summary: 
 
This allows the local user to login to the distant end Modem via the local Modems WUI and change 
settings or view logs / graphs etc. 
 
Method: 
  
Establish the PC’s IP address: open a DOS Command Prompt Window (select Start, Run and enter 
cmd) 
 

   
  
Then type: ipconfig at the prompt. (As below) 

 

 
  
As you can see from the example, the IP address is: 10.0.225.5, with a subnet mask of 255.255.0.0 
  
Note down your IP address etc. 
  
Now configure the Modems M&C IP address:  From the Main menu select:  
 
Edit > Unit > M&C> IP address and subnet mask options and ensure the modem has an IP address 
compatible with your PC (i.e. on the same subnet).  For example, an IP address of 10.0.225.6 and 
subnet Mask of 255.255.0.0 will communicate with the PC. 
 
Connect your PC to the modem M&C Ethernet interface using a straight CAT5E Ethernet cable, and 
type the IP address entered to the Modem within your browser.  The Local Modems Web User 
Interface (WUI) will appear as below. 



  

 

 
 
 
Prior to establishing the remote link you need to configure both Modems to have the same Service 
(For example, Closed net + ESC) and ESC parameters.  (For example, 19200 baud, 8 data bits, No 
parity, and select the ESC interface to IP.  Backward alarm can be set on or off – as long as both 
Modems are configured the same!) 
 
To do this; From the Main menu select: Edit > Tx > Service and select Cl + ESC 
Then configure the ESC channel Main > Edit > Tx > Baseband > Advanced > Overhead > Closed + 
ESC. 
 
You may also have to configure the Rx paths if they require independently configuring. (i.e 
TX=RX=Off)  The above also omits the general Modem configuration, FEC, modulation, IF 
frequencies etc, which can be set by using the Edit > All function.  
 
Also check that you have permission as a remote user to control the modems by ensuring Takeaway 
mode is selected via the Main > Edit> Unit> M&C> Control menu option. 
 
Once you have a working pair of Modems with the Demods locked you can then access the distant 
Modems WUI via the satellite link; by clicking on the “Local” radio button towards the top right hand 
side of your browser. This then changes to the “Distant” site screen, as below. 



  

 

 
 
 
 
The first action after selecting the distant site WUI is that the user is required to enter 
the distant modems password, see above. If this has not been changed then the 
default password is “paradise”. 
 
The user will then see the distant terminal WUI, notice that the radio button on the 
top right of the screen now shows Distant and that the screen colours have changed 
from blue to brown, see below. 
 
Note: Selecting the distant site WUI causes the local modem web server to connect 
to the distant modem via the ESC channel and collect the distant modem WUI 
information. The speed at which the data is collected and displayed is directly related 
to the ESC rate selected; if the ESC data rate is low the response time of the WUI 
will be slow. 
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